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clever – creative – sustainable – smart

For transporting temperature-sensitive pharmaceutical products
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Simple, safe, efficient

Seal inside the lid

Holes for sealsLid lock

Hygienic interior container

Cooling lid with 
PCM cooling accumulator

The Utz THERMOBOX is an innovative, robust, 
reliable and quality-assured transport solution 
for temperature-sensitive products requiring an 
uninterrupted cold chain. The durable and user-
friendly reusable transport solution is suitable for 
all pharmaceutical, clinical trial and biopharma 
applications. 

The solution is characterised by both its simplicity 
and efficiency. Uniform results in the temperature 
stability of your products can be achieved through 
the use of advanced insulation materials in com-
bination with cooling media consisting of phase 
change materials (PCM).

Handle

Lock

VIP 
(Vacuum Insulation Panels)

Interior container

Exterior container

Lid PCM cooling accumulator

Label field with studs
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THERMOBOX

This is what distinguishes the reusable Utz THERMOBOX

Easily moved with the 
Utz DOLLYFIX

• The cooling element is part of the lid, 
which simplifies handling.

• Highly efficient insulation material 
in the form of VIPs (Vacuum Insu-
lation Panels).

• Robust, conveyor-suitable exterior 
container offers protection against 
shocks, moisture and dirt.

• Easy-to-clean interior container with 
VIP protection against damage.

• Exterior and interior containers are 
welded together.

• Depending on the cooling element, 
suitable for temperature ranges of 
-18 °C, 2-8 °C or 15-25 °C.

• Duration/transit time of the 
THERMOBOX is at least 48 h.

• Excellent ratio between external and 
internal volume.

• Possibility to attach information for 
identification and traceability (bar-
codes, RFID chips, loggers, company 
logo, etc.).

• Compatible for stacking with RAKO 
containers from Utz.

• Various rollers from Utz are available 
as accessories.

Temperature range 2 °C - 8 °C and 15 °C - 25 °C
External dimensions 404 x 304 x 238.5 mm
Usable internal dimensions 295 x 195 x 101 mm
Stacking height with / without lid 237 mm / 222 mm
Usable internal volume 5.8 litres
Weight 5.98 kg
Article code Insulation Temperature range Handles
36-415-1 30 mm 2 °C - 8 °C 2 shell handles
36-415-2 30 mm 15 °C - 25 °C 2 shell handles

Standard colour
light grey (similar to RAL 7001, other colours on request)

Temperature range 2 °C - 8 °C and 15 °C - 25 °C
External dimensions 606 x 404 x 297 mm
Usable internal dimensions 493 x 294 x 174 mm
Stacking height with / without lid 285 mm / 282 mm
Usable internal volume 25.3 litres
Weight 12.55 kg
Article code Insulation Temperature range Handles
36-414-1 30 mm 2 °C - 8 °C 2 shell handles
36-414-2 30 mm 15 °C - 25 °C 2 shell handles

Base dimension  400 x 300 mm

Base dimension  600 x 400 mm
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Temperaturverhalten +15-25°C bei Umgebungstemperatur +30°C  

kleine Box grosse Box
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Temperaturverhalten +15-25°C bei Umgebungstemperatur +5°C  

kleine Box grosse Box
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Temperaturverhalten der Boxen für +2-8°C bei Umgebungstemperatur von +20°C  

kleine Box grosse Box  THERMOBOX 400 x 300 mm   THERMOBOX 600 x 400 mm
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  THERMOBOX 400 x 300 mm   THERMOBOX 600 x 400 mm

  THERMOBOX 400 x 300 mm   THERMOBOX 600 x 400 mm

THERMOBOX for +2 °C to +8 °C at an ambient temperature of +20 °C
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THERMOBOX for +15 °C to +25 °C at an ambient temperature of +30 °C
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THERMOBOX for +15 °C to +25 °C at an ambient temperature of +5 °C
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Temperature behaviour
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Georg Utz AG • Augraben 2-4 • 5620 Bremgarten • Switzerland
Phone +41 56 648 77 11 • info.ch@utzgroup.com • www.utzgroup.com

Utz production facility
Utz agent

Utz – represented globally

   Utz production sites
   Utz agents

Operations

myclimate.org/01-23-220757

We are a climate-neutral company. 
Discover more under www.utzgroup.com




